
Series : S1-00380HFEF
Nominal voltage : AC 3PH 400V
Nominal power :15kW
Overload :Heavy Duty

Efficiency data for the Drive

Standby losses:      7W
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Nominal current :32A

Nominal apparent power :22.1kVA

Nominal frequency :50Hz

Efficiency data for the Drive + motor (standard IE2 reference motor)

Efficiency data for the Drive
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Relative losses

267W
1.20%

90.06%

306W
1.38%

96.82%

350W
1.57%

98.18%

109W
0.49%

82.46%

153W
0.69%

93.42%
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0.74%

97.60%

88W
0.39%

89.90%

1392W
9.28%

1686W
11.24%

2331W
15.54%

559W
3.72%

798W
5.32%

1124W
7.49%

238W
2.38%

120W
0.54%

96.39%

585W
3.9%

122W
0.55%

97.76%

# 011     Energy Efficiency Certificate       Ver.1.00

Drive efficiency according to IEC/EN 61800-9-2 (supersedes EN 50598-2)

Efficiency Level:

Maximum Operating Temperature: 50℃
(with derating over 40℃)

30.06.2021

Manufacturer’s Name:

Hitachi Europe GmbH
Niederkasseler Lohweg 191, 40547 Düsseldorf, Germany


