
Series : S1-02150HFEF-55M
Nominal voltage : AC 3PH 400V
Nominal power :90kW
Overload :Heavy Duty

Efficiency data for the Drive

Standby losses: 25W

Relative 
Torque / %

Relative 
Speed / %
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Nominal current :180A

Nominal apparent power :118.5kVA

Nominal frequency :50Hz

Efficiency data for the Drive + motor (standard IE2 reference motor)

Efficiency data for the Drive
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Relative 
Torque / %

1365W
1.15%

94.74%

1531W
1.29%

97.28%

1751W
1.48%

98.25%

704W
0.59%

93.70%

766W
0.65%

96.92%

1061W
0.90%

98.07%

495W
0.42%

95.27%

4515W
5.0%

5671W
6.3%

8843W
9.8%

1874W
2.0%

2746W
3.0%

4751W
5.3%

1395W
1.5%

560W
0.47%

97.59%

2270W
2.5%

598W
0.50%

98.51%

Losses
Relative losses

Relative 
Speed / %

# 039     Energy Efficiency Certificate       Ver.1.00

Drive efficiency according to IEC/EN 61800-9-2 (supersedes EN 50598-2)

Maximum Operating Temperature: 50℃
(with derating over 40℃)

Efficiency Level:

30.06.2021

Manufacturer’s Name:

Hitachi Europe GmbH
Niederkasseler Lohweg 191, 40547 Düsseldorf, Germany


