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STILETTO LASER MARKING WORKSTATION

Safe
Automated
Modern 
Premium



Rugged structure made of 
steel & aluminium

Anodized aluminium 
worktop - customizable 

for easy part positioning

Laser-safe viewing window

Control panel with start/
stop cycle buttons

SIEMENS PLC and motion 
control

Automatic 3-sided
pneumatic door

Ergonomic LCD monitor & 
keyboard arm

The CLASS 1 
STILETTO 
ISO-approved 
Automated Laser 
Workstation offers 
a Safe, Convenient 
and Well-Designed 
environment for 
laser marking your 
products.

Complies with CDRH 
Class 1 & ISO 13849-1 
Guidelines

CLASS 1 ISO-APPROVED LASER WORKSTATION

Rotary devices

Sliding working table Fume extraction unit

Automated data plate feeder

ADVANCED OPTIONS

Up to 290 mm

Focal distance

Up to 100 kg

Worktop supporting

230V, 50/60 HZ, 1500VA

Power

Speed up to 300 mm/s

Axis movement

Extended back panel for Vari-Z™ 3D laser
Serial, TCP/IP and I/O 
communication interfaces

Interfaces

Up to 780 mm x 550 mm

Part clearance

Required - can be ordered 
as an option

PC

Designed for Telesis 
Fiber, Green and UV 
Lasers

Programmable 
software controlled 
Z-Axis

Suitable for Telesis 
Vision & Vari-Z™ 3D 
functionality

Control panel with 
start/stop cycle 
buttons

Laser-safe viewing 
window

SIEMENS PLC and 
motion control

Up to 500 mm

Z-Axis motion

SPECIFICATIONS

Height adjustable feet



DIMENSIONAL DETAILS
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