
UX2 for High-Speed Applications 
Marking & Coding Solutions

NEW

55μm

Outstanding print quality at high speed – with industry 
proven standards and low total cost of ownership.



New Nozzle Size – Same Proven UX2 Performance

The latest addition to the UX2 series features a new nozzle size while 
maintaining all the trusted highlights, benefits, and quality standards. 

It provides the same reliability and performance, along with enhanced 
flexibility for different applications.

• Higher print quality at high speed
• Operation stability improvement
• Improved user-friendliness
• Communication protocols

Uptime & Reliability

Why the Hitachi UX2-D150W is the Ideal Choice for High-Speed Performance

• Ink & Solvent Cartridge System: Smart and 
ecological RFID cartridge system

• Ink portfolio: Large range of MEK-free inks

Environmental

• Automatic printhead cleaning for reduced maintenance
• Automatic ink recirculation to minimize costs
• Smart start function for stable operation
• Low solvent consumption to reduce costs
• Used solvent collected in sealed reservoir for safe disposal

Reduced TCO & Safety
through Safe Clean Station

Cleaner     |     More Safety     |    Clearer Codes



Printer Specifications

UX2
UX2-D150W

Nozzle size 55μm

Type of equipment High speed printing model

Number of printheads 1

Primary power supply

Input voltage AC100-120/200-240V±10%

Power frequency 50 / 60 Hz

Power 120 VA max.

Connection
Inlet connector, 3-pin, L-type

Cable length: 5m max.

Grounding Ensure that all electrical wiring and connections 
comply with applicable codes

Display & input device 10.1" color TFT LCD touch panel (WSVGA)

Outside dimensions

Main body 460(W) x 425(D) x 534(H) mm

Printhead 40(W) x 40(D) x 235(L) mm

Short Printhead 
(Optional parts)

40(W) x 40(D) x 230(L) mm

Safe-Clean Station 
(Optional parts)

197(W) x 145(D) x 295(H) mm

Head cable length and direction 4m, 6m 0°/ 90°

Approximate weight 
(Except for the ink and the makeup)

27 kg (60 lbs), [Main body: approx. 24.5 kg, Printhead (with 4m
cable): approx. 2.5 kg, Safe Clean Station: approx. 3.0 kg]

Enclosure
Main body Stainless, Hair-line finish

Printhead Stainless, Aluminum

Operating temperature and humidity

0-45°C(4148K ink)( *) Approx. 30-90%RH

(1) Non-condensing, Non-freezing
(2) When humidity is 85-90%RH, purge inside of

printhead by dry air.

IP Enclosure (Console) IP65 (The circulatory system area is IP55)

Operating environment No corrosive gas

Vibration Approx. 1.96 m/s2 or less

* The operating temperature limit differs depending on the ink types. See the handling guidance of each ink for details.

• Automatic printhead cleaning for reduced maintenance
• Automatic ink recirculation to minimize costs
• Smart start function for stable operation
• Low solvent consumption to reduce costs
• Used solvent collected in sealed reservoir for safe disposal

Convenient     |     Video on board     |     Quick-change from line to line



All company and product names in this brochure are the property of the respective companies.
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Hitachi Industrial Equipment Systems Co., Ltd. (Hitachi) shall not be liable for any manufacturing loss, or any product damage due to trouble or 
malfunction of the ink jet printer. Hitachi continually improves products. The right therefore, is reserved to alter the designs and/or specifictations 
without giving prior notice. Information in this brochure is subject to change without notice.

Our CIJ Printer Line-Up

Standard Model
UX2-D160W (65 micro type)

NEW

Basic Model
UX-B160W (65 micro type)

• Newly designed to say cleaner, longer

• Clearer codes

• Optimized print quality 

• Safe-Cleaning printhead

• Intuitive display

• Digital network support

Micro Character Model
UX2-D140W (40 micro type)

NEW

High-Speed Model
UX2-D150W (55 micro type)

Large Character Model
UX-D110W (100 micro type)

Twin-Nozzle Model
UX-D860W (65 micro type)

Pigmented Model
UX-P161W (65 micro type)

NEW

Europe | Hitachi Industrial Equipment Systems Europe GmbH

+49 211 5283 0 www.hitachi-industrial.euinfo@hitachicoding.com
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America | Hitachi Industrial Equipment & Solutions America, LLC

Asia | Hitachi Asia Ltd.

China | Hitachi Industrial Equipment Systems (China) Co., Ltd.

Oceania | Hitachi Australia Pty Ltd.

+1 866 583 0048 https://mc.hitachi-iesa.comMarking.Info@hitachi-iesa.com

+65 6305 7400 https://hitachi.asia/ice

+86 21 5489 2378 www.hitachi-iec.cn

+61 2 9888 4100 www.hitachi.com.au/products

http://www.hitachi-industrial.eu
https://www.instagram.com/hitachicoding/
https://www.linkedin.com/company/hitachi-industrial/posts/?feedView=all
https://www.youtube.com/@Hitachi-iesa/videos
https://mc.hitachi-iesa.com
https://hitachi.asia/ice/
http://www.hitachi-iec.cn
http://www.hitachi.com.au/products

